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  Specificaties klimaatkamers  
 

 Hielkema Climate Chamber 1 specs: 
 

  

Temperature range -40 to +110°C 

Humidity range 10 to 98% RH 

Inside dimensions 4000x2000x1950 mm (LxBxH) 

Door dimensions 1600x1850 mm (BxH) 

Temp. change rate 2°C/min 

Max. cooling capacity 15 kW (at 20°C) 

Floor load resistance 600 kgf/m² 

 Kabeldoorvoer 1 x Ø100mm 

 
 

 Hielkema Climate Chamber 2 specs: 
 

  

Temperature range -40 to +100°C 

Humidity range 10 to 98% RH 

Inside dimensions 3750x2550x2400 mm (LxBxH) 

Door dimensions 1600x2070 mm (BxH) 

Temp. change rate 1°C/min 

Max. cooling capacity 15 kW (at 20°C) 

Floor load resistance 600 kgf/m² 

 Kabeldoorvoer 2 x Ø100mm 

 Kijkvenster Ja 

 

 

 Espec Climate Chamber 3 specs:   

  

Temperature range -35 to +90°C 

Humidity range 10 to 98% RH 

Inside dimensions 3020x1970x2100 mm (LxBxH) 

Door dimensions 1400x1790 mm (BxH) 

Temp. change rate 1°C/min 

Max. cooling capacity 15 kW (at 20°C) 

Floor load resistance 600 kgf/m² 

 Kabeldoorvoer 1 x Ø50mm 

 Kijkvenster Ja 

 

 


